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TEMPORARY
TRAFFIC SIGNAL
CONTROLLER
E’ Z -
L REFER TO TRAFFIC SIGNAL =5
PLAN FOR LOCATION gt
OF TEMPORARY POLES 10
2’ GALVANIZED STEEL CONDUIT (SEE NOTE 3)
MANUFACTURER’S MINIMUM BEND RADIUS TO
ENSURE PULLING OF CABLE (TYP)
EXISTING CONDUIT TO PERIMETER
DETECTOR HANDHOLE (TYP)
EXISTING HANDHOLE (TYP)
EXISTING CONDUIT TO BE USED FOR:TEMPORARY
AND PERMANENT INTERCONNECT CABLE (TYP)
(NOT TO SCALE) 1) TH NSFER OF EXISTING TO TEMPORARY INTERCONNECT CABLE AND TEMPORARY
IN ZRCONNECT CABLE TO PROPOSED MUST BE COMPLETED IN ONE (1)
WC KING DAY DURING NON-PEAK HOURS OR AS DIRECTED BY THE ENGINEER.
S 2)  AF iR PROPOSED INTERCONNECT IS TURNED ON, THE EXISTING INTERCONNECT
' CA E SHALL BE REMOVED.
©'3)  THt 2" CONDUIT USED FOR THE TEMPORARY INTERCONNECT CABLE SHALL
BE -EMOVED TO BELOW THE GROUND LEVEL AND CAPPED AT THE TIME
THE TEMPORARY TRAFFIC SIGNAL IS REMOVED. THE CONDUIT, AS WELL AS
ALL ¥ORK ASSOCIATED WITH THE INSTALLATION AND REMOVAL OF IT, SHALL
BE CLUDED IN THE PAY ITEM, “TEMPORARY TRAFFIC SIGNAL SYSTEM".
4)  CON ACTOR MUST NOTIFY CCHD DESIGN ENGINEER AT (312) 603-1730 A MINIMUM
OF <-VEN (7) WORKING DAYS PRIOR TO THE START OF ANY WORK ON THE
INTE ONNECT SIGNAL SYSTEM.
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